
 Pole

Natum
ICNT

Pole made of S-235-JR galvanised steel. Base with forge black oxiron
finish.
Option A: : bright polished stainless steel shaft.
Option B: S-235- JR galvanised steel shaft with grey RAL 9006 finish.
Thickness (base, shaft): 4mm, 3mm.

Ref. H H1 H2 H3 Ø C D A B

ICNT50 5000 4500 1210 4500 60 650 - 300 200 M18x500 x x - -

ICNT70 7000 6500 2500 4500 60 1050 600 400 300 M18x500 x x x -

7000 - - - - - - - - M18x500 - - - x

ICNT90 9000 8500 2500 4500 60 1050 600 400 300 M18x500 x x x -

9000 - - - - - - - - M18x500 - - - x

ICNT110 11000 10500 2500 4500 60 1050 600 400 300 M22x700 x x x -

11000 - - - - - - - - M22x700 - - - x
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https://benito.com/en/download/ICNT50_FP_ES.pdf-FP
https://benito.com/en/download/ICNT50_FP_ES.dwg-DWG
https://benito.com/en/download/cat-light
https://benito.com/en/download/cat-light
https://benito.com/img/productes/imgProducte/natum_1400.png


ILLIM ILDH

ILDH
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https://www2.benito.prv/en/street-lighting/road-lighting/elium-m--ILLIM.html
https://www2.benito.prv/en/street-lighting/road-lighting/elium-m--ILLIM.html
https://www2.benito.prv/en/street-lighting/luminaires/horizon--ILDH.html
https://www2.benito.prv/en/street-lighting/luminaires/horizon--ILDH.html
https://www2.benito.prv/en/street-lighting/luminaires/horizon--ILDH.html
https://www2.benito.prv/en/street-lighting/luminaires/horizon--ILDH.html

